
White Line Slot down 300

General

Models

Location:
Class:
IP-rating:
Driver included:
Installation orientation:
Main material:

Dimensions (mm):
Cut out hole (mm):
Recess depth (mm):

Lamp included:
Dimmable:
Dimming method:

Bathroom / Interior
CE (Class II)
IP44 / IP20
Yes
Ceiling mount
Aluminium powder coated / anodized

H: 300mm W: 190mm D: 40mm
-
-

Yes
Yes
Mains dimmable (See catalog for other options)

CODE USE THE CODE CONFIGURATOR

White Line Slot down 300mm

2700K - CRI>90 - 24°/36°
1xLED 8W - 790lm - 350mA

CODE USE THE CODE CONFIGURATOR

White Line Slot down 300mm

3000K - CRI>90 - 24°/36°
1xLED 8W - 790lm - 350mA
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Slot colors
BLACK RAL9005 ANO CHAMPAGNE ANO BRONZE ANO BLACKWHITE RAL9016



White Line Slot down 520

General

Models

Location:
Class:
IP-rating:
Driver included:
Installation orientation:
Main material:

Dimensions (mm):
Cut out hole (mm):
Recess depth (mm):

Lamp included:
Dimmable:
Dimming method:

Bathroom / Interior
CE (Class II)
IP44 / IP20
Yes
Ceiling mount
Aluminium powder coated / anodized

H: 520mm W: 190mm D: 40mm
-
-

Yes
Yes
Mains dimmable (See catalog for other options)

CODE USE THE CODE CONFIGURATOR

White Line Slot down 520mm

2700K - CRI>90 - 24°/36°
2xLED 8W - 1580lm - 350mA
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CODE USE THE CODE CONFIGURATOR

White Line Slot down 520mm

3000K - CRI>90 - 24°/36°
2xLED 8W - 1680lm - 350mA

Slot colors
BLACK RAL9005 ANO CHAMPAGNE ANO BRONZE ANO BLACKWHITE RAL9016



White Line Slot down 1500

General

Models

Location:
Class:
IP-rating:
Driver included:
Installation orientation:
Main material:

Dimensions (mm):
Cut out hole (mm):
Recess depth (mm):

Lamp included:
Dimmable:
Dimming method:

Bathroom / Interior
CE (Class II)
IP44 / IP20
Yes
Ceiling mount
Aluminium powder coated / anodized

H: 1500mm W: 190mm D: 40mm
-
-

Yes
Yes
Mains dimmable (See catalog for other options)

CODE USE THE CODE CONFIGURATOR

White Line Slot down 1500mm

2700K - CRI>90 - 24°/36°
4xLED 8W - 3170lm - 350mA
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CODE USE THE CODE CONFIGURATOR

White Line Slot in down 1500mm

3000K - CRI>90 - 24°/36°
4xLED 8W - 3360lm - 350mA

Slot colors
BLACK RAL9005 ANO CHAMPAGNE ANO BRONZE ANO BLACKWHITE RAL9016



White Line Slot down 2000

General

Models

Location:
Class:
IP-rating:
Driver included:
Installation orientation:
Main material:

Dimensions (mm):
Cut out hole (mm):
Recess depth (mm):

Lamp included:
Dimmable:
Dimming method:

Bathroom / Interior
CE (Class II)
IP44 / IP20
Yes
Ceiling mount
Aluminium powder coated / anodized

H: 2000mm W: 190mm D: 40mm
-
-

Yes
Yes
Mains dimmable (See catalog for other options)

CODE USE THE CODE CONFIGURATOR

White Line Slot down 2000mm

2700K - CRI>90 - 24°/36°
6xLED 8W - 4750lm - 350mA
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CODE USE THE CODE CONFIGURATOR

White Line Slot down 2000mm

3000K - CRI>90 - 24°/36°
6xLED 8W - 5040lm - 350mA

Slot colors
BLACK RAL9005 ANO CHAMPAGNE ANO BRONZE ANO BLACKWHITE RAL9016



White Line Slot down 3000

General

Models

Location:
Class:
IP-rating:
Driver included:
Installation orientation:
Main material:

Dimensions (mm):
Cut out hole (mm):
Recess depth (mm):

Lamp included:
Dimmable:
Dimming method:

Bathroom / Interior
CE (Class II)
IP44 / IP20
Yes
Ceiling mount
Aluminium powder coated / anodized

H: 3000mm W: 190mm D: 40mm
-
-

Yes
Yes
Mains dimmable (See catalog for other options)

CODE USE THE CODE CONFIGURATOR

White Line Slot down 3000mm

2700K - CRI>90 - 24°/36°
8xLED 8W - 6330lm - 350mA
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CODE USE THE CODE CONFIGURATOR

White Line Slot down 3000mm

3000K - CRI>90 - 24°/36°
8xLED 8W - 6720lm - 350mA

Slot colors
BLACK RAL9005 ANO CHAMPAGNE ANO BRONZE ANO BLACKWHITE RAL9016


